
 

 

THERMO PLASTER  

Description: Thermo Plaster: is the perfect solution to provide both a levelling 

plaster and thermal insulation in one product while at the same time 

maintaining optimum levels of breathability and moisture 

management. The plaster system combines outstanding thermal 

performance with optimum vapor control and high mechanical 

strength. Hayperflex Thermal Plaster is primarily manufactured from 

a combination of especial mix of natural material to the best thermal 

insulation material. 

Area OF Uses Premixed plaster for inside and outside, suitable for thermal 

insulation, sound absorption and dehumidification. It solves thermal 

bridge and mold caused by humidity, ensuring a healthy living space 

and a good living comfort. Moreover the product is a completely 

natural compound, ideal wherever the use of eco-friendly materials is 

required. It is used in place of rough cast on the surfaces such as brick-

gas concrete and concrete-pumice blocks in the internal and external 

surfaces of buildings. 

 

 Features:  It provides thermal, sound and fire insulation through one 

product. 

 It reduce the cost of heating-cooling expenditures. 

 It does not put extra burden on the building since it is very 

light. 

 It does not require extra labor since it is applied as single 

layer. 

 It does not include harmful chemicals (carcinogen materials) 

for the human and environmental health since it is an 

inorganic based material.  

 It forms fire barriers. 

 It breaths. 

 It increases the value of the buildings.  

 It provides sound proof thanks to its cellular structure. 

 

Shelf life/storage 

conditions: 

12 months from date of production. 

The product must be stored as per local storage regulations and 

should be kept in dry and well-ventilated location far from heat and 

direct sunlight. 

 

Availability: Available in 9 kg Kraft bag 

(Packing may vary from country to country depending on local 

requirements) 

 



 

 

PHYSICAL CONSTANTS: 

 Shade /Colors: White 

 Application Temperature: ≥ +5oC 

 Density:   360 ± 30 kg/m3 

 Compressive Strength: ≥ 10 kg/cm2 (CS II) 

 Adhesive Strength: ≥ 0,5 N/mm2 

 Water Absorption:  ≤ 0,5 kg/m2 min. 0,5 

 Thermal Conductivity: T1 

 Consumption: 1 cm 1m2 3,5 kg ± 8% 

  

 Surface 

Preparation: 

The application surface is cleaned from dust, oil, paint and stains. The 

loose parts are removed mechanically until getting the solid ground. The 

absorbent and slippery surfaces should be primed with Hayper Concrete 

Primer. The strips that would determine the thickness of applied 

Hayperflex Thermal plaster are fixed on the wall. 

 

 Mixing: Entire bag is poured into a clean container. The powder is blended with 6-

7 liters of clean water by using a hand-held blender. The prepared mixture 

must be applied in 2 hours via steel trowel or plastering machine. 

 Application: Plaster preparation is then applied on walls, between the separators via steel 

trowel or plastering machine, after which flattening is carried out. Separators 

are removed and filled with Hayperflex thermal plaster mixture. Smoothening is 

done after 2-3 hours. Exterior paint is applied after 4-5 days. 

 

 LIMITATIONS: - For application of the product, if the ambient temperature is below +5°C 

or above +30°C, the suitable conditions should be met. 

-  Extremely hot, rainy or windy weather is not suitable for application. 

-  The mixture starting to dry should not be mixed with water and new 

material. 

-  The material should not be applied thicker than 3 cm. If necessary, the 

second layer is applied using a plaster mesh. 

- Any applications to be made on the top of the product should start at 

least 3 days later. 

 

 Use only where application and drying can proceed at temperatures above 5°C, 

and relative humidity is below 75%. Apply only on a dry and clean surface.  

 

 

 



 

 

Cleaning: Clean all equipment and tools with water immediately after use. 

Safety: As with all chemical products contact with food, skin eyes and mouth should be 

avoided during usages and storing. If swallowed by accident. Consult a doctor in 

case of contact with skin rinse with plenty of water. Keep out of reach of 

children. 

 

      


